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(57) Abstract: In order lo check the data 
integrity of software for transmission 
errors and authenlicily during a 
downloading process, the flashed data 
must be repeatedly checked. The access to 
program data stored in the flash memory, 
or the access time, is time-inlensive. 
A long access lime with complex 
calculations, such as an authenticity 
check, leads to long and unbearable 
delays, especially for control appliances 
in motor vehicles which generally have 
low calculation powers for financial 
reasons. According to the invention, the 
. checking of program data for transmission 
errors and authenticity can be efficiently 
designed, if the calculation methods 
for checking for transmission errors 
and authenticity are carried out as long 
as the flash program is located in a 
buffer memory with a rapid access time. 
Time-intensive access to the flash memory 
is thus avoided. If, until now, the flash 
memory had to be accessed each time the , 
flash program was checked, according to 
the inventive method, the Hash memory 
need only be accessed once, in order to 
intermediately store the flash program in a 



(57) Zusammcnfassung: Bei einer Uberprufung der Datenintegritat von Software bei einem Downloadprozess auf Ubertragungs- 
fehler und Authentizitat mussen die geflashlen Daten mehrmals uberpruft werden. Der Zugriff bzw. die Zugriffszeit auf Programm- 
daten, die im Flachspeicher abgelegt sind, ist zeitintensiv. Besonders bei Steuergeralen im Kraftfahrzeug, die aus Kostengriinden in 
der Regel uber geringe 

[Forisetzung auf der nachslen Seile) 
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Rechenleistungen verfugen, fuhrt eine lange Zugriffsxeitbei aufwendigen Berechnungen, wie einer Authentizitatspriifung, zu langen 
und unertraglichen Verzogerungen. Erfindungsgemass kann die Uberpriifung von Programmdaten auf Ubertragungsfehler und Au- 
thentizitat effizient gestaltet werden, wenn die Berechnungsverfahren zur Uberprufung auf ObertragungsfehJer und fur die Uberprii- 
fung auf Authentizital durchgefuhrt werden, solange sich die Flachware in einerh Pufferspeicher mit schnelJer Zugriffszeit befindet. 
Zeitintensive Zugriffe auf den Flachspeicher werden dadurch vermieden. Musste bisher fiir jede Uberprufung der Flachware auf 
den Flachspeicher zugegriffen werden, so muss nach dem erfindungsgemassen Verfahren lediglich einmal auf den Flachspeicher 
zugegriffen werden, um die Flachware fur alle notwendigen Uberprufungen in einen Pufferspeicher mit schneller Zugriffszeit zwis- 
chenzuspeichern. 



